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GUIDANCE ON LEGIONNAIRES' DISEASE

Landlords of residential accommodation have responsibilities for combating Legionnaires' Disease. 
Health and safety legislation requires that rented properties are subject to a regular risk assessments 
for the Legionella bacteria which causes Legionnaires' Disease, and thereafter maintain control 
measures to minimise the risk.

What is Legionnaires' Disease?

Legionnaires' Disease is a pneumonia like illness caused by the Legionella bacteria and can be fatal. The 
infection is caused by breathing in small droplets of water contaminated by the bacteria. The disease 
cannot be passed from one person to another.
Legionella bacteria are found in the natural environment and may contaminate and grow in water 
systems, including domestic hot and cold water systems. They survive low temperatures and thrive at 
temperatures between 20 - 45°C if the conditions are right. They are killed by high temperatures at 
60°C or above.

How do I carry out a Legionella risk assessment?

The purpose of carrying out a risk assessment is to identify and assess any risks in your water system. 
The responsible person should understand your water systems and any associated equipment, in order 
to conclude whether the system is likely to create a risk from exposure to legionella, and should be able 
to identify whether:

    •   water is stored or re-circulated as part of your system
    •   the water temperature in some or all parts of the system is between 20–45 °C
    •   there are sources of nutrients such as rust, sludge, scale and organic matters
    •   conditions are present to encourage bacteria to multiply
    •   it is possible for water droplets to be produced and, if so, whether they could be dispersed over
         a wide area, e.g. showers and aerosols from cooling towers
    •   it is likely that any of your employees, residents, visitors etc. are more susceptible to infection 
         due to age, illness, a weakened immune system etc. and whether they could be exposed to any 
         contaminated water droplets

Your risk assessment should include:

    •   management responsibilities, including the name of competent person and a description of 
         your system;
    •   potential sources of risk;
    •   any controls in place to control risks;
    •   monitoring, inspection and maintenance procedures;
    •   records of the monitoring results, inspections and checks carried out;
    •   arrangements to review the risk assessment regularly 
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If you conclude that there is no reasonably foreseeable risk or the risks are low and are being properly 
managed to comply with the law, your assessment is complete. You may not need to take any further 
action at this stage, but any existing controls must be maintained and the assessment reviewed 
regularly in case anything changes in your system.

Before considering carrying out a risk assessment you should familiarise yourself in particular with the 
following HSE publications: -

Legionnaires’ disease: A brief guide for duty holders - http://www.hse.gov.uk/pubns/indg458.pdf

Legionnaires’ disease: Part 2: The control of legionella bacteria in hot and cold water systems - 
http://www.hse.gov.uk/pubns/priced/hsg274part2.pdf

Tenant Guidelines

Landlords should inform tenants of the potential risk of exposure to Legionnaire’s disease within 
domestic properties and its consequences. They should advise on any actions arising from the findings 
of the risk assessment, where appropriate.

Tenants should be advised in particular that they should:

    •   inform the landlord/letting agent if they believe the hot water temperature is below 50°C or 
         the hot water tank/boiler is defective in any way
    •   not adjust the temperature of the hot water
    •   advise landlord/letting agent if they believe the cold water temperature is above 20°C
    •   flush through little used outlets for 2 minutes at least once a week
    •   clean, disinfect and descale shower heads at least once every 6 months
    •   notify the landlord/letting agent if they notice any debris or discolouration in the hot or cold
         water
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Overview

Ref Item Name Comments

1 Is there any tenant, resident or regular visitor 
particularly susceptible to Legionella due to age, 
health or lifestyle?

The tenant has confirmed the answer is 'no'

2 Describe type of cold water system e.g. mains feed 
or from storage tank.

2 storage tanks with mains feed for cold water supply

3 Describe type of hot water system e.g. mains feed 
via combi boiler or from storage tank.

2 Mega Flo storage tanks with mains feed for hot water 
supply

Describe type of cold water system e.g. mains feed or 
from storage tank.

REF 2

Describe type of cold water system e.g. mains feed or 
from storage tank.

REF 2

Describe type of hot water system e.g. mains feed via 
combi boiler or from storage tank.

REF 3

Describe type of hot water system e.g. mains feed via 
combi boiler or from storage tank.

REF 3

Water outlet temperature
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Ref Item Name Yes/No Notes

4 Is cold water temperature at outlets below 20°C?

Cold water must flow from outlets at below 20°C to minimise risk.

Yes

5 Is the hot water temperature above 50°C at outlets?

Hot water must flow from outlets at above 50°C to minimise risk. If 
temperatures are too low/high then adjustments need to be made.

Yes

Ref Item Name Risk Recommendations

6 Identify Risk

Identify any risks and related recommendations associated with water 
outlet temperature. If any action is required identify responsible 
person:

No visible risks None present

Is cold water temperature at outlets below 20°C?

REF 4

Cold water storage tanks
Ref Item Name Yes/No Notes

7 Is cold water storage tank present? Yes

8 Location? Storage room located on the 
first floor of the property 

9 Does it have a tight fitting lid?

All cold water tanks should have tight fitting lids to prevent debris 
entering the system.

Yes

10 Is the water in the tank clean and free from rust, 
debris, scale and organic matter?

If any debris etc. is present in the system it should be drained and 
thoroughly cleaned. If debris is from corrosion on the tank itself then 
the tank may need to be replaced.

Yes

11 Is the temperature of the water in the tank below 
20°C?

The water in the tank should be below 20°C and the tank should be 
insulated to prevent the temperature rising above this level.

Yes
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Ref Item Name Yes/No Notes

12 Is the tank insulated? No

Ref Item Name Risk Recommendations

13 Identify Risk

Identify any risk and related recommendations associated with cold 
water storage. If any action is required identify responsible person:

No visible risks

Location?

REF 8

Location?

REF 8

Does it have a tight fitting lid?

REF 9

Is the tank insulated?

REF 12

Hot water

Ref Item Name Yes/No Notes

14 Is the temperature setting on the boiler and/or hot 
water tank such that the hot water is heated to and 
stored at a temperature of 60°C?

If the temperature is set at above 60°C this can cause scalding to 
users.

No 60 degrees

 Page 6 of 10Sample House, WD6 3FG

24/7/2015Legionella Risk Assessment - Ref: 10071147



Ref Item Name Yes/No Notes

Ref Item Name Risk Recommendations

15 Identify Risk

Identify any risks and related recommendations associated with hot 
water. If any action is required identify responsible person:

No visible risks

Little used outlets

Ref Item Name Yes/No Notes

16 Are there any water outlets that are used less than 
once per week e.g. in guest bathrooms or outdoor 
taps?

Any little used outlets should be flushed through weekly by running 
water through the outlet for at least 2 minutes. Aerosol production 
should be minimised during this process.

Yes The shower in bedroom three 
is used occasionally. The 
tenant has been advised to 
run the shower twice a week 
to flush through.

Ref Item Name Risk Recommendations

17 Identify Risk

Identify any risks and related recommendations associated with little 
used outlets. If any action is required identify responsible person:

Build of bacteria. The tenant has been advised 
to run the shower twice a 
week to flush through.

Are there any water outlets that are used less than once 
per week e.g. in guest bathrooms or outdoor taps?

REF 16

Shower heads

Ref Item Name Yes/No Notes

18 Are there any showers in the property? If yes, 
identify location.

All shower heads should be cleaned, disinfected and descaled at 
least once every 6 months. Aerosol production should be minimised 
during this process.

Yes There are three showers 
within the property, each 
located on the first floor. 

Ref Item Name Risk Recommendations

19 Identify Risk

Identify any risks and related recommendations associated with little 
used outlets. If any action is required identify responsible person:
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Ref Item Name Risk Recommendations

Are there any showers in the property? If yes, identify 
location.

REF 18

Are there any showers in the property? If yes, identify 
location.

REF 18

Are there any showers in the property? If yes, identify 
location.

REF 18

Are there any showers in the property? If yes, identify 
location.

REF 18
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Are there any showers in the property? If yes, identify 
location.

REF 18

Are there any showers in the property? If yes, identify 
location.

REF 18

Dead legs and redundant pipework

Ref Item Name Yes/No Notes

20 Are there any dead legs in the property? If yes, 
identify location.

Sections of pipework which are redundant or owing to the system 
design and have little/no through flow of water (known as "dead legs") 
can allow water to stagnate in the system. Any dead legs in pipework 
should be removed or the system altered so that water flows through 
all pipework on a regular basis.

No

Ref Item Name Risk Recommendations

21 Identify Risk

Identify any risks and related recommendations associated with dead 
legs. If any action is required identify responsible person:

Unoccupied properties

Ref Item Name Yes/No Notes

22 Is the property left unoccupied for periods of time, 
e.g. in the case of student lettings over the summer 
holiday or at Christmas/New Year?

During periods of unoccupancy all outlets on hot and cold water 
systems should be flushed through at least once a week for at least 2 
minutes. For long periods consider draining the system. Make sure 
that the system is flushed through when it is re-occupied by running 
all outlets for at least 2 minutes.

No The property is let on a long 
term tenancy (3 years)

Ref Item Name Risk Recommendations

23 Identify Risk

Identify any risks and related recommendations associated with 
unoccupancy. If any action is required identify responsible person:

Hot Tubs/Whirlpool / Spa Baths
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Ref Item Name Yes/No Notes

24 Are there any Hot Tubs/Whirlpool / Spa Baths in the 
property? If yes, identify location.

Hot tubs (or spas) that are not cleaned and disinfected enough can 
become contaminated with Legionella. Make sure that the hot tub has 
the right disinfectant and pH levels.

No

Ref Item Name Risk Recommendations

25 Identify Risk

Identify any risks and related recommendations associated with Hot 
tubs (or spas). If any action is required identify responsible person:

Advice to tenants

Ref Item Name Yes/No Notes

26 Has advice been given to the tenants as to the risks 
of Legionnaires Disease in a domestic setting and 
their responsibilities to minimise risk?

Yes The tenants have been 
advised on the procedures to 
follow to keep the water 
system flushed and 
maintained.

Further advice is being sent 
by the agent.

Overall Comments
In this section add any 'General Notes' to the risk assessment.

Overall Recommendations
In this section add any 'Recommendations' to the report

..........................................................

ClerkTenant

Mr Smith Mr Jones

..........................................................

Verifier

..........................................................

Signatures
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